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UNITED STATES r•v•r•••*s•>

DEPARTMENTOF THE INTERIOR s. ...... IGNA ION R IAL NO.

GEOLOGICAL SURVEY 0-4 67

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6. NDIA AL E RIBM NAxm

18. TYPE OF WORK

DRILLKl DEEPENO PLUGBACKO " TN

b. Trra or LL

W LL ELL OTHER
S LE MæUNLTIPLE O As NA

2. NAME OF O RATOa ' Nor oe Berld Federal
John P. Lockridge Operator, Inc. N

3. ADDRESS OF OPERATOR

1444 Wazee Street, Suite 218, Denver, Colorado 80202 LD ED I'O L, O CAT

4. LocarroN or wmLL (Report location clearly and in accordance with any State requirements.•)

At surface SW NE (2268' FNL & 1833' FEL) Section 3-T7S-R22E .c.,wa., on
D SURVEY QB AR

At proposed prod. zone -TIS-RË2E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 2. UNTY OR PARISH µTATE

18 miles southeast of Vernal, Utah intah tah
10. DISTANCE EBOM PROPOSED* 16. NO. OF ACBES IN LEAs- 17. NO OF ACÉES ABSIGNED

LOCATION TO NEAREST
T THill W.Eg.L

PROPERTY OB LEASE LIN=, vr· 1833' 803.88 à ~ 320
(Also to nearest drlg. unit line, it any)

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. RoWAar oit. BLE NLa

TO NEAREST WELL, DRILLING, COMPLETED' NA 3600 ' Rdt
OR APPLIED FOR, ON THIS LEASE, FT.

21. ELEVATIONS (Show whether DF, RT, GR, etc.)
22. -arraos. nar wo LL seanr•

5092' Gr. 5096' KB Mptem 1 984
23. PROPOSED CASING AND CEMENTING PROGRAM

SIER OF BOLE RIZE OF CASING WEIGHT PER FOOT BETTING DEPTH NTI MENT

12 1/4" 8 5/8" 24 n ?nnt Ci ci ThÉp rfÑM:nnici n+
6 3/4"

_

4 1/2" 9.5 360Õ' to ëaOal duËËi no

See attached:
1) Ten Point OriTiing Program
2) Multipoint Surface Use and Operation Plan
3) Cultural Resource Survey Report

APPROVEDBYTHE STATE

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is deepen or plug back, give data n present prod ti a d ey productive

zone. It proposal is to drill or deepen directionally, give tinent data on subsurface locanons and meastyed an true rti I de ive blowont

,
President 1984

(This sp ce for Federal or State ofRee use)

APPROVED BY TITI.E D

CONDITIONS OF APPROVAL, IF ANY:

*SeeInstructionsOn Reverse
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Company John P. Lockridge, Inc. Well No. 32-3

Location Sec. 3 T 7S R 22E Lease No. U-47867

Onsite Inspection Date -

07-24-84

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Order No. 1, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

A. DRILLING PROGRAM

1. All fresh water and prospectively valuable minerals (as described
by BLM at onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

2. Pressure Control Equipment

Prior to drilling out the surface casing shoe, the ram-type
preventers shall be tested to 2,000 psi, and the annular-type
preventer shall be tested to 1,500 psi.

Upper kelly valve shall be utilized.

BOP systems will be consistent with API RP 53. Pressure tests will
be conducted before drilling out from under all casing strings
which are set and cemented in place. Blowout preventer controls
will be installed prior to drilling the surface casing plug and
will remain in use until the well is completed or abandoned. Pre-

venters will be inspected and operated at least daily to ensure
good mechanical working order, and this inspection recorded on the
daily drilling report. Preventers will be pressure tested before
drilling casing cement plugs.

The District Office should be notifed, with sufficient lead time,
in order to have a BLM representative on location during pressure
testing.

3. Casing Program and Auxiliary Equipment

The District Office should be notified, with sufficient lead time,
in order to have a BLM representative on location while running all

casing strings and
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4. Mud Program and Circulating Medium

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate protec-
tion of fresh water aquifers.

5. Coring, Logging and Testing Program

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core anal-
yses, well-test data, geologic summaries, sample description, and
all other surveys or data obtained and compiled during the drill-
ing, workover, and/or completion operations, will be filed with
Form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer (AO).

6. No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well
to be placed in a suspended status without prior approval of the
AO. If operations are to be suspended, prior approval of the AO
will be obtained and notification given before resumption of opera-
tions.

The spud date will be reported orally to the AO within 48 hours
after spudding. If the spudding occurs on a weekend or holiday,
the report will be submitted on the following regular work day.
The oral report will be followed up with a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well will
be reported on Form 3160-6 "Monthly Report of Operations", starting
with the month in which operations commence and continue each month
until the well is physically plugged and abandoned. This report
will be filed, in duplicate, to the Vernal BLM District Office, 170
South 500 East, Vernal, Utah 84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or
any other unusual occurrences shall be promptly reported in accord-
ance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for
prior approval of the AO, and all conditions of this approved plan
are applicable during all operations conducted with the replacement
rig.

Should the well be successfully completed for production, the AO
will be notified when the well is placed in a producting
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Such notification will be sent by telegram or other written commun-
ication, not later than 5 days following the date on which the well
is placed on production.

Pursuant to NTL-2B, with the approval of a District Engineer,
produced water may be temporarily disposed of into unlined pits for
a period of up to 90 days. During the period so authorized, an
application for approval of the permanent disposal method, along
with the required water analysis and other information, must be
submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/
flare gas during initial well evaluation tests, not exceeding a
period of 30 days or the production of 50 MMCF of gas, whichever
occurs first. An application must be filed with the District En-
gineer and approval received, for any venting/flaring of gas beyond
the initial 30 day or authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate Dis-
trict Office within 30 days of installation or first production,
whichever occurs first. All site security regulations as specified
in 43 CFR 3162.7 shall be adhered to. All product lines entering
and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within 15 days
after receipt of the first production notice.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be ob-
tained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the AO within 30 days following comple-
tion of the well for abandonment. This report will indicate where
plugs were placed and the current status of surface restoration.
Final abandonment will not be approved until the surface reclama-
tion work required by the approved APD or approved abandonment
notice has been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators
have the responsibility to see that their exploration, development,
production, and construction operations are conducted in a manner
which conforms with applicable Federal laws and regulations and
with State and local laws and regulations to the extent that such
State and local laws are applicable to operations on Federal or
Indian
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B. THIRTEEN POINT SURFACE USE PLAN

7. Location of Tank Batteries and Production Facilities

All permanent (on site for six months or longer) structures con-

structed or installed (including oil well pumpjacks) will be paint-

ed a flat, non-reflective, earthtone color to match the standard
environmental colors, as determined by the Rocky Mountain 5 State
Interagency Committee. All facilities will be painted within 6
months of installation. Facilities required to comply with
0.S.H.A. (Occupational Safety and Health Act) will be excluded.

If a tank battery is constructed on this lease, it will be sur-

rounded by a dike of sufficient capacity to contain 14 times the
storage capacity of the battery.

All site security guidelines identified in 43 CFR 3162.7 regula-

tions will be adhered to.

All off-lease storage, off-lease measurement, or commingling on-

lease or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried from the wellhead to the
meter and anchored securely downstream of the meter. Meter runs
will be housed and/or fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will be conduc-

ted monthly for the first three months on new meter installations
and at least quarterly thereafter. The AO will be provided with a
date and time for the initial meter calibration and all future
meter proving schedules. A copy of the meter calibration reports
will be submitted to the Vernal District Office. All meter meas-

urement facilities will conform with the API standards for liquid
hydrocarbons and the AGA standard for natural gas measurement.

8. Source of Construction Material

Road surfacing and pad construction material will be obtained from
materials located on the lease.

The use of materials under BLM jurisdiction will conform to 43 CFR
3610.2-3.

9. Methods of Handling Waste Disposal

The reserve pit will not be lined as a requirement of the BLM, but
the operator indicates the mud pits will be lined with a
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Burning will not be allowed. All trash must be contained in an
enclosed container or trash cage and then hauled off the location
to an approved disposal site.

Produced waste water will be confined to an unlined pit for a per-
iod not to exceed 90 days after initial production. During the 90
day period, an application for approval of a permanent disposal
method and location, along with required water analysis, will be
submitted for the AO's approval. Failure to file an application
within the time allowed will be considered an incident of noncom-

pliance, and will be grounds for issuing a shut-in order.

10. Well Site Layout

The reserve pit will be located as indicated in the layout diagram.

The stockpiled topsoil will be stored as indicated in the layout
diagram. The top six inches of topsoil would be stockpiled between
stakes No. 1 and No. 8.

Access to the well pad will be as indicated in the APD.

Reserve pits will be fenced with a wire mesh fence and topped with
at least one strand of barbed wire.

11. Plans for Restoration of Surface

Lamediately upon completion of drilling, the location and surround-
ing area will be cleared of all debris, materials, trash and junk
not required for production. The reserve pit and that portion of
the location and access road not needed for production or produc-
tion facilities will be reclaimed.

Before any dirt work to restore the location takes place, the re-
serve pit must be completely dry and all cans, barrels, pipe, etc.
will be removed.

12. Other Information

There will be no deviation from the proposed drilling and/or work-
over program without prior approval from the AO. Safe drilling and
operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned will be identified in accordance
with 43 CFR 3162.2.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accord-

ance with 43 CFR 3164.

The ditt contractor will be provided with an approved copy of the
surface use
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A cultural resource clea'rance will be required before any construc-

tion begins. If any cultural resources are found during construc-

tion, all work will stop and the AO will be notified.

This drilling permit will be valid for a period of one year from
the date of approval. Af ter permit termination, a new application
will be filed for approval for any future drilling



John Lockridge Operator, Inc.
32-3 Horseshoe Bend Federal
SWNE SectTon 3-T7S-R22E

Uintah Co., Utah U-47867

TEN POINT PROGRAM RECEiVED
1) GEOLOGICSURFACEFORMATION AUG 8 1984

The surface formation is Uinta.
DIVISION OF O1L

2 & 3) GEOLOGICMARKERSANDPRODUCTIVEINTERVALS GAS & M114114G

Formation .Estimated Top Possible Production

Uinta "B" Marker . 2800 H

Uinta Green River Transition 3150 H

Green River 3300 H

T. D. 3600

W = Water H = Hydrocarbon (oil or gas) C= Coal S = Steam

4) CASINGPROGRAM

Hole Size Casing Size Grade Weight Thrd & Cond Depth

12 1/4 8 5/8" H-40 24,0 STC 200'
6 3/4 4 1/2" J-55 9.5 STC TO

5) CONTRQLEQUTPMENTSPECIFICATIONS

The following equipment will be utilized for detection and control during the
drilling operation.

BLOWOUT PREVENTORS

Size 7 1/16" Pressure Rating 3000 pst

Pipe Rams yes Blind Rams yes

Annular Preventor yeji

Kill Line Size 2" x 3000 psi Valves 2" x 3000 psi

Check Valve 2" x 3000 psi

Manifold

Size 3" Valves 3" x 3000 Pressure 3000 psi

Positive choke yes Adjustable Choke



John P. ockridge Operator, Inc.
32-3 Horseshoe Bend Federal
SWNE Secttön 3-T7S-R22E

Utntah Co., Utah 0-47867

See Exhibit I attached for additional detail. 80P Equipment will be installed

prior to drilling below 8 5/8" casing and BOP will be tested to 1500 psi using

rig pump. Surface casing will be tested to 70%of internal yield.

6) DRILLING FLUIDS

Type Fluid
Interval Fluid Weight Viscosity Loss Remarks

0-200' Polymer 8.6 - 8.7 45 10 cc
200-TD Polymer 8.6 - 8.7 45 10 cc

(Gendrill and Staflo)

Possible Sub Normal Pressured Zones Green River

Possible Abnormal Pressured Zones None

7) AUXILIARYEQUIPMENT

Upper Kelly Cock no

Lower Kelly Cock no

Floor Valve DP yes

Floor Valve DC yes

Float in DC yes

Inside 80P (Dart Valve) no

ADDITIONALDETECTIONEQUIPMENT& SERVICE

Mud Logging Unit yes

Pit Volume Totalizer no

Flow Line Sensor no

Flow Line Temperature no

Sour Gas Detector no

Pump Stroke Counter



John P. ckridge Operator, Inc.
32-3 Horseshoe Bend Federal
SWNE Sect on 3-T7S-R22E

Uintah Co., Utah 0-47867

Degasser no

Mud Gas Separator no

Drilling Data Unit no

Other The mud system will be visually monitored

8) EVALUATION

A) Testing

All significant hydrocarbon shows will be drill stem tested. There will
probably be 2 to 4 OST's.

8) Logging

Depth Electtte Wireline Logs Interval

Total Depth DIL/GR, FDC/CNL 200'-TO

C) Coring

Formation Type Core Analysis

none

9) DRILLINGHAZARDS

No extraordinary hazards are anticipated,

10) STARTINGDATE 9/1/84 DURATION 8 DAYS.

DRILLINGPROGRAMPREPAREDBY: JONNP. LOCKRIDGE

Jo
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John P. Lockridge Operator, Inc
32-3 Horseshoe Bend Federal
SW NE Section 3-T7S-R22E

Uintah Co., Utah

FLOWLtNE EXHIBIT 1

Sketch of Blowout Preventor
FILL-UP UN£ 5 3000 psi System

). RECEiVED •

(
00UBLEGATE

- AUG 8 1984
8

TO PIT 3000# VALVE 3000# VALVE DIV)SIONOF OIL

. spoo
GAS & MINING

TO PIT

3000f VA

3000# VALVE

ADJUSTABLEOR
POSITIVE CHOKE

Not.e: Pipe rams to be operated daily, Blind lams to .be·operated each .trip.

Test Procedure

1) Flush BOP's and all lines to be tested with water.

2) Run test plug ora test joint and seat in casing head (leave valve belo

test plug open to check for leak).
3) Test le

.following
to rated pressure:

a) inside blovout preventer

d) stand pipe valve

e) li-nes to mod pomp
f) kill li.ne to BOP's

4) Close and test pipe rams to rated pressure.

5) close and test Hydril to reted pressure. .

6) Back of f añd Icave test plug i.n place. Close and test blind rams to

rated pressure.
7) Test all choke manifold valves to rated pressure. .

S) Test kill .line valves to rated
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RECEIVED ·

JOHN P. LOCKRIDGE OPERATOR, INC.
JUL 3 0 1984

DIVISION OF OIL
GAS & MINING

July 26, 1984

Bureau of Land Management
170 S. 500 E.
Vernal, Utah 84078

Re: _Designation of Operator
Federal Lease No. U-47867
Section 3-T7s-R22E
Uintah County, Utah

Gentlemen:

A Designation of Operator, Form 9-1123, is submitted herewith in
triplicate for Lease No. U-47867. The lessee, FUEL EXPLORATION,INC.,
has designated John P. Lockridge Operator, Inc. as its operator and
local agent for said lease.

Res ectfull gyubmi ted,

J n P. Lockridge

JPL/s]

CC: William M. Berr.yman
Calais Resources, Inc.
Prima Energy Corporation

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO80202 • (303)
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Form 3160-8 (Submit in triplicate to appropriate
(Noveem er91911323) BLM District Office)

UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

DESIGNATIONOF OPERATOR

The undersigned is, on the records of the Bureau of Land Management, holder of lease

STATE OFFicE: Salt Lake City, Utah
SERIAL No.: U-47867

and hereby designates

NAME: JOhn P. Lockridge Operator, Inc.
ADDREss: 1444 Wazee Street , Suite 218

Denver Colorado 80202
as his operator and local agent, with I'ull authority to act in his behalf in complying with the terms of

the lease and regulations applicable thereto and on whom the authorized officer may serve written or

oral instructions in securing compliance with the Operating Regulations (43 CFR 3160) with respect

to (describe acreage to which this designation is applicable):

Township 7 .South Range 22 East , S.L.M.
Section 1: WiSWi
Section 3: All
Uintah County, Utah

It is understood that this designation of operator does not relieve the lessee of responsibility for
compliance with the terms of the lease and the Operating Regulations. It is also understood that this
designation of operator does not constitute an assignment of any interest in the lease.

In case of default on the part of the designated operator, .the lessee will make full and prompt

compliance with all regulations, lease terms, or orders of the Secretary of the Interior or his

representative.

' The lessee agrees promptly to notify the authorized officer of any change in the designated

ATTEST: FUEL EXPLORATION, INC.

Sue arks, Secretary (signature of lessee)
R ond D. Danton, President
1860 Lincoln Street , Suite 1200

7/26/84 Denver, Colorado 80295
(Date) (Äddress)

This form does not constitute an information collection as defined by 44 U.S.C. 3502 and theretodoes
not require OMBapproval.

¥ U.S. Government Printing Office:1983•776-009/4704



John P. Lockridge Operator, Inc.
32-3 Horseshoe Bend Federal
S NE Section 3-T7S-R22E

Uintah Co., Utah U-47867

THIRTEENPOINTSURFACEUSE PLAN

1) EXISTINGROADS

See attached topographic maps A & B. Directions: take Highway 40 south from
Vernal, approximately one mile to point where Highway 40 veers east. Take
"New Bonanza" highway south approximatelyl7.8miles to access road on west ,

or rightside of highway. The location is¯¯pproximately0.3_miles westof the highway
and a new access road will be constructed for this distance. .

2) PLANNEDACCESSROAD

See attached topographic map A. It will be necessary to construct approximately
0.3 miles of new road to connect the existing road with the proposed location.
Construction of the new road will meet the following standards.

Maximum grade should not exceed 7% (7' per 100). The trail will be a maximum
of an 18" crown road (9' on either side of the centerline) with drain ditches
along either side of the proposed road where it is determined necessary in
order to handle any run off from any normal meteorological conditions that
are prevalent to this area.

Back slopes along the cut areas of the road will be 1 1/2 to 1 slopes and
terraced.

The road will be centerline flagged prtor to the commencementof construction.

No major cuts or fills appear necessary. No culverts will be needed. See
Topo Map B.

The grade of this road wt11 be constructed from native borrow accumulated
during construction.

Any fences that are encountered along this access road will be cut and
replaced wtth a cattleguard wtth a miniatn width of 18' and a loading factor
large enough to facilitate the heavy trucks required in the drt11ing production
of this well.

If cattleguards are to be located at existing gates, they will be installed
with the above requirements with a new gate installed at one end of the
cattleguard.

Onsite inspection field



O John P. Lockridge Operator, Inc.
32-4 Horseshoe Bend Federal
SE NE Section 3-T7S-R22E
Uintah Co., Utah U-47867

3) LOCATIONOF EXISTING WELLS

Within a one mile radius the following wells are identified by category and
listed below.

1. Water wells - none

2. Abandoned wells - producing - none

Dry holes - none

3. Temporarily abandoned wells - none

4. Disposal wells - none

5. Drilling wells - none
Locations: SW SWSection 35-T6S-R22E (pending)

SW NWSection 2-T7S-R22E (pending)

6. Producing wells - none

7. Shut-in wells - none

8. Injection wells - none

9. Monitoring or observation wells - none

4) LOCATIONOF TANKBATTERIES, PRODUCTIONFACILITIESANDPRODUCTIONGATHERINGAND
SERVICE LINES

At the present time there are no John P. Lockridge Operator, Inc. batteries,
production faciltttes, oil gathertug lines, gas gathering lines, injection or
disposal lines within a two mile radius.

In the event that production of this well is established, then the existing
area of the location will be utilized for the establishment of the necessary
production facilities.

This area will be built, if possible, with the native materials and if these
materials are not available,then the necessary arrangements will be made to
get them from private sources.

The total area that is needed for the production of this well will be fenced
and cattleguards will be utilized for access to these facilities.

The rehibilitation of the disturbed area that is not required for the produc-
tion of this well will meet the requirements of Items #7 and #10 and these
requirements and standards will be adhered to.

If production facilities are necessary, these facilities wt11 be constructed
as shown in Figure



O John P. Lockridge Operator, Inc.
32-4 Horseshoe Bend Federal
SE NE Section 3-T7S-R22E
Uintah Co., Utah U-47867

4) Onsite inspection field comments:

5) LOCATIONANDTYPEOF WATERSUPPLY

Water will be hauled from the Green River by truck. Application has been made
for a state water permit.

The existing roads and proposed roads previously noted will be all that are
needed. No water well will be drt11ed for this operation.

Onsite inspection field comments:

6) SOURCEOF CONSTRUCTIONMATERIALS

All construction materials for this locatton site and access road shall be
borrow materials accumulated during construction of the location site and
access road. No additional road gravels or pit lining material from other
sources are anticipated at this time, but if they are required the appropriate
actions will be taken to acquire them from private sources.

7) METHODSFORHANDLINGWASTEDISPOSAL

See Location Layout Sheet.

The mud pit wt11 be approximately 12'deep and at least one half of this depth
shall be below the surface of the existing ground.

A test tank will be used to contatn produced flutds.

If deemed necessary by the agencies concerned, to prevent contamination to
surrounding areas, the imid ptts will be lined with a gel.

The pits will have wire and overhead flagging installed at such time as
deemed necessary to protect the water fowl, wildlife, domesttc animals,

On the onset of drilling, the mud pit will be fenced on three stdes and at
the ttme the dot11tng acttvtties are completed, it will be fenced on the fourth
side and allowed to dry completely prior to the time that backfilling and
reclamation activities are attempted.

When the mud ptt dpteg and the reclamation acttytties commence, the pit will
be covered with a mintmumof four feet of sot1 and all requirements in Item #10
will be followed.

Trash will be placed in a completely enclosed container and hauled off the
location.

All flammable materials will be burned and then buried upon completion of this well.

A portable chemical toilet will be supplied for human
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John P. Lockridge Operator, Inc.

32-3 Horseshoe Bend Federal
SWNE Section 3-T7S-R22E

Uintah, Co., Utah 0-47867

8) ANCILLARYFACILITIES

There are no ancillary facilities planned for at the present time and none
foreseen in the near future.

9) WELLSITE LAYOUT

See attached Location Layout Sheet. The B.L.M. District Manager shall be
notified before any construction begins on the proposed location site.

As mentioned in Item #7, the pits will be unlined unless it is determined by
the representatives of the agencies involved that the materials are too porous
and would cause contamination to the surrounding area. Then the pits will be
lined with a gel and any other type material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat and
orderly sequence.

10) PLANSFORRESTORATIONOFSURFACE

As there is some topsoil on the location site, all topsoil shall be stripped
and stockpiled. (See location layout sheet and Item #9.) Whenall drilling
and production acttvtties have been completed, the location site and access
road will be reshaped to the ortgtnal contour and stockpiled topsoil spread
over the disturbed area.

As mentioned in Item #7, the mud pit will be completely fenced and wired
and overhead wtre and flagging installed, ff there is oil in the pits, and
then allowed to completely dry before covering.

Restoration activtttes shall begin as soon as possible after the mud pit has
dried up, and will be completed without undue delay.

When restoration activittes have been completed, the locatton site and access
ramp shall be reseeded with a seed mixture recommended by the B,L,M, District
Manager when the moisture content of the soil ts adequate for germination. The
Lessee further covenants and agrees that all of said cleanup and restoration
activittes shall be done and performed in a diligent and most workman1tke manner
and in strict conformity with the above mentioned Items #7 and #10.

11) OTHERINFORMATION

The drillsite is located in an area of moderate slope (see cross section).
The Surface is the Uinta formation, light brown sandy clay with sparse sagebrush
cover. There are no trees on the proposed location.

General use of the surface is grazing. The new road and location are federally
owned.

An archeological report will be filed on this prospect under separate cover.

The closest water is located in the Green



O John P. Lockridge Operator, Inc.
32-3 Horseshoe Bend Federal
SWNE Section 3-T7S-R22E

Uintah Co., Utah U-47867

11) Onsite inspection field comments:

12) LESSEE'S OROPERATOR'SREPRESENTATIVE

John P. Lockridge
1444 Nazee, Suite 218
Denver, Co 80204

Telephone - 303-628-9371

13) CERTIFICATION

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route. That I am familiar
with the conditions which presently exist; that the statements made in this
plan are, to the best of my knowledge, true and correct; and that the work
associated with the operations proposed hereinwill be performed by John P.
Lockridge Operator, Inc., and its contractors and subcontractors in conformity
with this plan and terms and conditions with this plan and the terms and condi-
tions under which it is
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Bureau of Land Management i 4 . Io
Utah State Office Report .Acceptable Yes No

Summary Report of .. Mitigation Acceptable Yes No
pection for Cul tural Resources - Comments:

port Title jWjEj IjLj ¡UjNjIjTjSj-jHj OjRjSjEj·Sjg Ojg jBjEjNjDj jAjRjEJA
11

,

'
40

velopment Company John P. Lockridge, Units No. 32-3 and 32-33

port Drte [0\TI· 30
..

·j1j9p \4j · 4. Antiquities Permit No. 8t-Ut-179
41 42 43 46 ioNTH YEAR

sponsible Institution lA]E)R]Cl 1 \ IJiPILl-18j4j-jij County Uintah |
47 61

eldwork Location: TWNj0 16¡S) ] Range |2j2|Ej [ Section(s) j3 |3 j \ l j | lljj ]
b¿ 65 66 69 70 71 72 73 74 75 76 77

TUNjj \ jj Range j \ \ ] | Section(s) jj .] | | | ] ) | | | |
•

. 78 81 .82 85 8687 88 89 9091 9293
source Area jB¡C\ TWNj i jjj 'Range jjj \ \ Section(s) | l i | | l ì ] | | | ]

110 Hi 94 97 • 98 101 102103 104105 106107 108 109
PO= PONY EXPRESS BR= SEAÀRIVER, PR=PR1CE RIVER WS=WARM ŠPR1NGS Fill in spoces 65,69,81,85,97, 101 Only if.BC= BOOK CLIFFS HÑ=HOUSF RANGE SE= SEvtER RIVEÀ . · V=Vernal Meridian . .HM= HENRY MOU TAINS BC=BEAVENRtVER, DX= DIXIË H=Hatf T shipKA=KANAS ES-ESCALANTE. SJ=SAN JUAN, GR= GRAND .

own
SR= SAN RA'FAEL, DM= DIAMONO MOUNTAIN,

ascription of £xamination Procedures:
The archeologist, F.R. Haupk, walked a series of 15 meter .wide transects
cotering 10 acres .on each well location and double transects along the
flagged access routes.

Lincor MUes Surveyed 1016! 1 1 1 | .

.
10. Inventory Type I

ond/or 112 117
R= Reconnoisonce .Definable Acres Surveyed Ì Î I= Intensive

, ond/or 118 123 S= Stotistical Somple . .

Legolly Undefinoble Acres
Surveyed I t

(*A porcet hard to cadastrolŸy locate i.e. nter of section)
Jescription of Findings (attach apperidices, if appropriate) 12. Number Sites Found: MÍ Í Î l Î

No sites= 0 131 135
-No cultural sites or materials were observed or recotded
during the survey. # conection Y=Yes ,

N= No
136 -

ActualfPotential National Register Properties Mfected.:
The ·National Register has been consulted and no registered properties yill

,
be affected by the proposed developments. .

Literature Search, Location/Date:
Yernal District Office, 7-19-84

Conclusion/Recommendations:
AERO recommends that· a cultural resource clearance be granted to

Horseshoe Bend Units No. 32-3 and 32-33 / John P. Lockridge
based upon ad rence the° stipulations noted on thi reverse:

Si gna ture
' 8100-

i n



16. CONTINUKD:
1. All vehicular traffic, personnel movement, and boustruction¯be
confined to the locations examined and to the evaluated access roads.2. All personnel refrain from collecting artifacts or from disturbingany cultural resources in the area.3. A qualified archeologist be consulted should cultural remainsfrom subsurface deposits be exposed during construction work or ifthe need arises to relocate or otherwise alter the construction





ARCHEOLOGICAL-ENVIRONMENTAL
RESEARCHCORPORATIO

RECEfVED
P.O. Box 853 - Bountiful, Utah 84010

Tel. : 801 292-7061 AUG 8 1984

July 30, 1984 i

Subject: Cultural Resource Evaluations of Proposed Well

Locations Horseshoe Bend No. 32-35 and 32-3
in the Horseshoe Bend Locality of Uintah

. County, Utah

Project: John P. Lockridge 1984 Drilling Program

Project No.: JPL-84-1

Permit: Dept. of Interior 81-Ut-179

To: y/ Mr. John P. Lockridge, 1444 Wazee Street, Suite
218, Denver, Colorado 80202

Mr. Lloyd Ferguson, District Manager, Bureau of
Land Management, 170 South 500 East, Vernal,
Utah 84078

Info: Mr. Rich Fike, BLM State Archeologist, Bureau
of Land Management, University Club Building,
136 East South Temple, Salt Lake City,
Utah 84111

RECEWEDAUSO2



JOHN P. LOCKRIDGE OPERATOR, INC.
RECEfVED

AUG 8 1984

DIVISION OF OIL
August 6, 1984 GAS & MINING

State of Utah
Department of Natural Resources
4241 State Office Building
Salt Lake City, Utah 84114

Re: Approval for Use of Water
John P. Lockridge Operator, Inc.
32-3 Horseshoe Bend
SWNE 3-l/S-k22E

Uintah County, Utah

Dear Sir:

Enclosed please find an approved application for temporary use of water
out of the Green River for drilling gas wells in the Horseshoe Bend
area. The Temporary Application No. is 49-1326(T60065)

JPL/s]

enclosure

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO 80202 • (303)







FEES FOR APPLICATIONS TO APPROPRIATE WATER IN UTAH
Flow rate - c.f.s. Cost

0.0 to 0.1 ..........................................S15.00
over 0.1 to 0.5 .......................................... 30.00
over 0.5 to 1.0

.......................................... 45.00
over .1.0 to 15.0

.......................................... 45.00 plus $7.50 for each cfs above the first cubicover 15.0
.......................................... 150.00 foot per second.

Storage - acre-feet

0 to 20
........................................ 22.50

over 20 to 500
........................................ 45.00

over 500 to 7500 ........................................ 45.00 plus $7.50 for each 500 a.f. above the firstover 7500 ........................................ 150.00 500 acre feet.

(This section is not to be filled in by applicant)

TEI EER'S ENDORSEMENTS

1. .....Û ... Application received o
ebr

e
ua in State Engineer's office by ....... .........

2. ............................ Priority of Application brought down to, on account of
...................................

4. ............................ Application microfilmed by
............................................ Roll No. ......................

5. ............................ Indexed by
......................................................'.......... Platted by ...............................

6. ............................ Application examined by
......-...................................................................................

7. ............................ Application returned, .....-........................ or corrected by office
.............:.........

8. ........... . ... . . .. . C re te licat s n t tat E gi 's fice.

9. ............... ......... .. Applicat n appro d for adve se etb . . .. . . ........

10. ............................ Notice to water users prepared by ... ....................... .......... .........

11. ............................ Publication began; was completed
...

.................................................................

Notice published in
.......................................................... ...................ggg.....g..ggg4

12. ............................ Proof slips checked by
.................................................................................-............-..

13. ............................ Application protested by ........................................................-.......ggggght.OF.OIL

15. ............................ Hearing held by
.............................. ............... .... .................................................... ..

16. ........ ......... ....... Field examination by ...................... ................ ....
.......................................................

17. Î..Ñ ...fÊ..Application designated for
18. '....U.9.l..9..$..........Application copied or photostated by .....ii.12........... proofread by ........................

19. ....Ÿ./.9.O.Ÿ..........pplication
20. Conditionsi

This Application is approved, subject to prior rights, as follows:
a. Actual construction work shall be diligently prosecuted to completion.
b. Proof of Appropriation shall be submitted to the State Engineer's office.by .......F.Ÿ.B..........

Dee C. Hansen, P.E. , State Engineer
21. ............................ Time for making Proof of Appropriation extended to ..............................................

22. ............................ Proof of Appropriation submitted.
23. ............................ Certificate of Appropriation, No. ................................, isstied

TEMPORARYApplication N .$.$. .



Page No. 4
EXPLANATORY CONTINUED

NOTICE TO APPLICANT
All waters in this state, whether above or under the ground, are the property of the public, subject

to all existing rights to the use thereof. No appropriation of the unappropriated public water may be
made and no rights to the use thereof shall betrecognized except Application for such appropriation first
be made to the State Engineer.

The approval of this Application is not a Certificate of Appropriation. It is merely your author-
ity to begin construction work, which must be prosecuted diligently to completion. To secure a Cer-
tificate of Appropriation under this Application, Proof of Appropriation must be submitted within the
time limit allowed by the State Engineer. The amount of water for which Certificate will be issued will
depend upon the amount of water actually put to a beneficial use, not to exceed, however, the amount
of water specified in this Application. Proof of Appropriation must be made in accordance with the
requirements of the law. For further information write the State



e 4
RECEIVED '

JOHN P. LOCKRIDGE OPERATOR, INC.
AUG 8 1984

DIVISION OF OIL
August 7, 1984 GAS & MINING

Bureau of Land Management
170 S. 500 E.
Vernal, Utah 84078

Re: Application for Permit to Drill
John P. Lockridge Operator, Inc.
32-3 Horseshoe Bend
SW NE Section 3-T7S-R22E
Uintah County, Utah

Gentlemen:

Three copies of an Application for Permit to Drill the captioned
well are enclosed. The application includes a Ten Point Drilling
Program, Multipoint Surface and Operation Plan, and a Cultural Resources
Survey Report.

An on-site inspection was conducted with your representative, Greg
Darlington, on July 24, 1984. As discussed with Greg, the drilling
rig we have decided to utilize requires a less extensive pad area
than laid out by our surveyor. Consequently, data on cut, fill,
and areal extent of the pad as portrayed should be considered as
maximums. A sketch of our location plan for the smaller pad is
taped to the surveyor's plat.

Your consideration of and response to this application will be
appreciated. Please contact us by phone at 303+628-9371 if we
need to provide additional information.

JPL/s1

cc: Norman Stout
Utah Department of Natural Resources
Prima Energy Corporation
Calais Resources, Inc.
William M. Berryman
Fuel Exploration

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO 80202 • (303)



OPERATOR ATE

WELLNAME §,2 3

SEC T R c2 C COUNIY

API NUMBER TYPE OF LEASE

POSTING CHE OFF:

INDEK MAP BL

PI

PROCESSING : .
Jooo r

CHIEF PEIROLEUMENGINEERREVIEW:

APPROVALLEITER:

SPACING: A-3 c-3-a
UNIT CAUSENO. & DATE

c-3-b c-3-c

SPECIAL LANGUAGE:
/- fw.



RECONCILEMELL NAMEANDLOCATIONCN APD AGAINSTSAMEDATAON PLAT MAP.

ICATE LEASE ANDOPERATORINFORMATION

VERIW ADEQUATEANDPROPERBONDING

WICATE IF SITE IS IN A NAMEDFTFID, ETC.

APPLY SPACINGCONSIDERATION

ORDER

UNIT

c-3-b

c-3-c

CHECKDISTANCETO NFÆEST WELL.

CHECK OUTSTANDINGOR OVERDUEREPORTSFOR OPERATOR'SOTHERWFTJR.

IF POTASHDESIGNATED AREA, SPECIAL LANGUAGEON APPROVALLEITER

IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVALLANGUAGE.

VERIW LEGALANDSUFFICIENT DRILUNG
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O STATEOF UTAH
Scott M. Matheson. Governor

NATURALRESOURCES
Temple A. Edeynolds, Executive Director

Oil, Gas & Mining
Dianne ff. Nielson, Ph.D., Division Director

4241 State Office Building - Salt Lake City, UT84114 801-533-5771

August 27, 1984

John P. Lockridge Operator, Inc.
1444 Wazee Street, Suite 218
Denver, Colorado 80202

Gentlemen:

RE: Well No. Horseshoe Bend Federal #32-3 - SWNESec. 3 (Irregular Section),

T. 7S R. 22E - 2268' FNL, 1833' FEL - Uintah County, Utah

Approval to drill the above referenced oil well is hereby granted in

accordance with Rule C-3(c), General Rules and Regulations and Rules of

Practice and Procedure, subject to the following stipulations:

1. Submittal to the Division of information justifying the necessity for

an exception location and verification of ownership within a radius

of 600 feet of the proposed location.

In addition, the following actions are necessary to fully comply with this

approval:

1. Spudding notification to the Division within 24 hours after drilling

operations commence.

2. Submittal to the Division of completed Form OGC-8-X, Report of Water

Encountered During Drilling.

3. Prompt notification to the Division should you determine that it is

necessary to plug and abandon this well. Notify John R. Baza,

Petroleum Engineer, (Office) (801) 533-5771, (Home) 298-7695 or

R. 3. Firth, Associate Director, (Home) 571-6068.

4. Compliance with the requirements and regulations of Rule C-27,

Associated Gas Flaring, General Rules and Regulations, Oil and Gas

Conservation.

an equal opportunity employer • please recycle
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Page 2
3ohn P. Lockridge Operator, Inc.
Well No. Horseshoe Bend Federal #32-3
August 27, 1984

5. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application
for an extension is made prior to the approval expiration date.

The API number assigned to this well is 43-047-31535.

Sincerely,

Associate Director, Oil & Gas

as
Enclosures
cc: Branch of Fluid



RECEIVED '

JOHN P. LOCKRIDGE OPERATOR, INC. sEP 6 1984

DIVISION OF OIL
GÁS.& MINING

September 4, 1984

Mr. Ron Firth
State of Utah Natural Resources
4241 State Office Building
Salt Lake City, Utah 84114

Re: Request for Exception Location
John P. Lockridge Operator, Inc.
Horseshoe Bend Federal #32-3
SW NE Section 3-T7S-R22E
Uintah County, Utah

Gentlemen:

We have proposed drilling the subiect well in the SW NE of Section 3-
T7S-R22E, an irregular section in which the "NEk" is extended in a
north/south direction. A plat of the section is enclosed.

The north/south dimension of the NE4 is approximately 3340 feet. We have
superimposed a quarter/quarter line at approximately 1670 feet from the
north line. The proposed location is 580 feet south of the superimposed
quarter/quarter line and 513 feet west of the regular quarter/quarter
line.

Ownership within a radius of 660 feet of the proposed location is common.
All of Section 3-T7S-R22E is owned by the United States government and
is part of Oil and Gas lease #U-47867. The original lessee is Howard
Smotherman and the lease was subsequently assigned to Fuel Exploration, Inc.
I am drilling the well under terms of a Farmout Agreement dated July 2, 1984.
Please advise me of any specific documents you may need in addition to this
statement of verification regarding ownership.

We hope the statements in this letter fulfill stipulation (1.) in your
letter of August 27, 1984, and request your confirmation by phone or
letter that we may proceed with drilling this well.

Res eptful/ly sub itted,

Jo n P. Lockridge

JPL/s]

APPROVED BY THE STATE
OF UTAH DIVISlÓN OF
OIL G , D MÏNING

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO80202 • (303)



49-1326
(T60065)

DIVISIONOFOILGASANDMINING

SPÐDINGINFORWION API #43-047-31535

NAFEOFC0tfANY: JOHN P LOCKRIDGE

WFilNAMF: Federal 32-3

SECTION SWNE 3 TOWNSHIP 78 RANGE 22E COUNTY Uintah

DRILLINGCONTRACTOR
RIG#
SPUDED:DATE 10-8-84

IIMF 8:45 AN

ÑOW Dry Hole Digger

DRILLINGWILLCOMMENCF

REPORTEDBY curlie Grim11e

TELEPHONEÑ

DATF 10-4-84 SIGNFD



JOHN P. LOCKRIDGE OPERATOR, INC.

October 9, 1984

BLM
170 S. 500 E.
Vernal, Utah 94078

Re: Sundry Notice
Notification of Spud Date
#32-3 Horseshoe Bend Federal
Uintah County, Utah

Gentlemen:

A sundry notice for the subject well is enclosed. Your prompt
consideration and approval of this notice will be appreciated.

ge

JPL/s]

enclosure
cc: Norm Stout

Utah Department of Natural Resources

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO80202 • (303)



Form 9-331 Form Approved.
Dec. 1973 Budget Bureau No.42-RI424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-42867

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7.
UN-1 A-GREEMENT

NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different ----

reservoir. Use Form 9-331-C for such proposals) 8. FARM OR LEASE NAME

Horseshoe Rend Federal
well well other 9. WELL NO.

2. NAME OF OPERATOR 32-3
John P. Lockridge0perator, ITLC. 10.FIELDORWILDCATNAME

3. ADDRESS OF OPERATOR 80202
1444 Wazee Street Su_ite 2_18, Denver, Co_._ 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) SW NE Section 3-T7S-R22E Section 3-T7S-R22E
AT SURFACE: 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Uintah i Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE. 43-047-31535
REPORT, OR OTHER DATA 15 LEVATIONS (SHOW OF, KDB, AND WD)

5092' Gr.
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone

PULL OR ALTER CASING change on Form 9--330.)

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other) Notification of spud date

DESCRIBE PROPOSEO OR COMPLETED OPERATIONS {Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Drilling of the subject well was commenced at 8:46 AM, 10/8/84. Drilled a 12½"
hole with air to 260'. Ran 6 joints, 8 5/8" new casing and set at 242'.
Cemented with 125 sacks. Good returns. Plug down at 4:00 PM, 10/8/84.
WORT

Subsurface Safety Valve: Manu. and Type _ _ - _ Set @ Ft.

18. I h e ertify/th t ego g is,tr and correct

SIGNED f '
, TIT

PreSident, John P. gçþridge 10/9/84
John F. LO idge

LÖpeÏROr, 10C.
(This space for Federal or State office use)

APPROVED BY _ _ _ TITLE . _ DATE
CONDITIONS OF APPROVAL. IF ANY:

•See instructions on Reverse



0
JOHN P. LOCKRIDGE OPERATOR, INC.

December 6, 1984 0 L 0-^JS&MRONG

Bureau of Land Management
170 S. 500 E.
Vernal, Utah 84078

Re: Sundry Notice
John P. Lockridge Operator, Inc.
#32-3 Horseshoe Bend Federal
SW NE Section 3-T7S-R22E
Uintah County, Utah
Change of Rig

Gentlemen:

A Sundry Notice for the captioned well is enclosed, reporting our
intent to use a larger rig than originally planned.

Your prompt consideration of and approval of this Sundry Notice
will be appreciated.

Yours trul

JPL/s1

Enclosures
cc: Utah Dept. of Natural Resources

Division of Oil Gas and Mining

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO 80202 • (303)



(FNo
e b6en5983) UNI" STATES sggg17,¿gogigx pŸr°e'sÌutN3

,

11090845-0135

(Formerly 9-331) DEPARTMEN3 JF THE INTERIOR verse side) 5. LEASE DESIGNATION AND 88RIAL NO.

BUREAUOF LAND MANAGEMENT U-47867

SUNDRY NOTKES AND REPORTSON WELLS
Û. IF INDIAN, ALLOTTEE OE TalaE NAME

(Do not itse this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals.)

1. 7. UNIT AGREEMENT NAME

WELLL WAcSLL
OTHER

2. Naus or oPERATon 8. PARM OB LEASE NAME

John P. Lockridge Operator, Inc. Federal
3. ADDRESS OF OPERATOR Û. WELL NO.

1444 Wazee Street, Suite 218, Denver, Colorado 80202 32-3
4. LOCATION OF RELL (Report location clearly and in accordance with any State requirements.• 10. FIELD AND POOL, OR WILDC&T

See also space 17 below.)
at surrace Wildcat

SWNE Section 3-T7S-R22E u. ==c..r..=..x..ORRI.K.AND
BURVET OR ARRA

3-T7S-R22E, SLM
14. PERMIT NO. 16. ELEVATroNs (Show whether Dr. RT, GR, etc.) 12. COUNTY om PARIsa 13. sTATE

43-047-31535 5092' Gr. Uintah Utah
16 CheckAppropriate BoxTo indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: BUBBEQUENT EMPORT 07:

TEST WATER SHUTorr PCLL OR ALTER C.4SING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT IIULTIPLE CO.ifPI.ETE FRACTURE TREATMENT ALTERING C18ING

RilOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL CHANGE PLANs (Other)
(Nors: Report results of multiple completion on Well

(Other) Completion or Recolapletion Report and Log form.)

17. [ NCRitŒ l'itOPOSED OR CO3fPLETED OPERATIONS (Clearly state all pertinellt details, and give pertinent dates, including estimated date of starting any
proposed work. If well is dioctionally drilled, give subsurface locations and measured and true vertical depths for all markers and sones perti-
nent to this work.) •

This Sundry Notice results from our using a larger rig than planned. Contractor
will be Olsen Drilling Company, Rig #5.

Hole size will be 7 7/8" instead of 6 3/4".
Blow out preventers will be 8' rather than 7 1/6".
There will be an upper and lower kelley cock.

Other items on APD, Ten Point Program and Thirteen Point Program are correct
as submitted and approved.

DEC071984

DMS10NOF
OL GAS&MINING

18. I hereby ¿er that o ing i true d correct

SIG TITLE PreSident 12/3/84
donn F. L kridge

(This a ce for Federal or State ofBce use)

APPROVED BY TIT E. - DATE
CONDITIONS OF APPROVAL, IF ANY: BY THE STATE
Federal approvalof this action OF U DMSiCN OF
is re r before com CIL, G/ , AND WilN G

Title 18 U.S.C. Section 1001, makes it a crime for any person nowingly and willfulÌv to ke to any de;Ñartmentor agency of the
United States any false, fictitious or fraudulent statements representations as to any m ter within its



JOHN P. LOCKRIDGE OPERATOR, INC.

December 21, 1984 ' $40

BLM
170 S. 500 E.
Vernal, Utah 84078

Re: John P. Lockridge Operator, Inc.
#32-3 Horseshoe Bend Federal
SWNE Section 3-T7S-R22E
Uintah County, Utah
Sundry Notice

Gentlemen:

Enclosed is a Sundry Notice for the captioned well notifying you
of the plugging and abandonment of this well.

Your consideration and approval of this Sundry Nótice will be
appreciated.

Yo s truly,

Jo n P. Lockridge /

JPL/s]

Enclosures

cc: State of Utah
Division of Oil Gas and Mining

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO 80202 • (303)



Budget Bureau No. 1004-0135 i
'°¾,2,¾6,sa, UNI STATES aggu,IT,¿N I I • Expires August 31, 1985

(Formerly 9-331) DEPARTMEN a F THE INTERIOR verse side) 5. LEASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT U-47867

SUNDRYNOTKES AND REPORTSON WELLS
"'" '^"° "°""°"""

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals.)

1. 7. UNIT AGEMENENT NAME

°w'.,,,, O °^.".... O 42... Dry Hole
2. NAME Or OPERATOR 8. FARM 08 LEASE NAME

John P. Lockridge Operator, Inc. Federal
S. ADDEESS OF OPERATOR 9. WELL NO.

1444 Wazee Street, Suite 218, Denver, Colorado 80202
_

32-3
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirementa.• 10. FIELD AND POOL, OE WILDCAT

See also space 17 below.)
**"""'* Wildcat
SWNE Section 3-T7S-R22E 11. e......., .==.a.»

3-T7S-R22E, SLM
14. PERailT NO. 15. ELEVATIONS (Show whether or, RT. an, etc.) 12. Couxtr om rantan 18. sTars

43-047-31535 5092' Gr. Uintah Utah

16. CheckAppropriate BoxTo Indicate N«:ure of Notice, Report,or OtherData
NOTICE OF INTENTION TO: BUBSEQURNT REPORT 07:

TEST WATER SHUT-Orr PULL OR ALTER CASING WATER SHUT-Orr EMPAIRING WELL

FRACTURE TREAT ilULTIPLE COhfPI.ETE FRACTURE TREATMENT ALTERING CAalNG

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIz!NG ABANDONMENT*

REPAIR WELL CHANGE PLANs (Other)
(Norm: Report results of multiple completion on Wel

¯¯

(Other) Completion or Recompletion Report and Log form.)
17. DESCRIBE I'ROPOSED OR CO¾fPLETED OPERATIONs (Clearly state all pertineut details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled. give subsurface locations and measured and true vertical depths for all markers and sones perti-
nent to this work.) •

Work done on 12/21/84 as follows:

Plug from 3479' - 3279' with 60 sacks regular cement with 2% CaC1

Plug from 354' - 154' with 60 sacks regular cement with 2% CaC1

Plug top of surface pipe with 25 sacks regular cement with 2% CaC1
Will cut of 3' below surface arld set regulation dry hole marker.

Plugging orders received from R. Allen McKee, USGS, via phone at 6:15 AM, 12/21/84

Ol'L,GAS MINWG
18. I hereby that e and correct

SIG TITLE PreSildent DATE 12/21/84
hn P. dqP

is a for Federal or State omce use)

APPROVED BY TITLE • -

CONDITIONS OF APPROVAL, IF ANY:

OF UTAH DIVISION OF
G ND MINING

*See in.oructionson Re

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and wil 11y to make to any departmen or agency of the
United States any false, fictitious or fraudulent statements or representations to any matter within its gd



ORAL_ ROVALTO PLUGANDABANDONWG .

Operator - oc ye Representative

Well No. 3:2 9 Location 4 þ Section sfÌ Township fiî. Range ?2

County r' Field State

Unit Name and
Required Depth Base of-fresh water sands

Size hole and Mud Weight .

T.D. 39ff?Ÿ Fill per sack " ' and Top #/gal. '

Casing Set Top of
.

To Be Plugging Requirements
Size At Cement Pulled From To Sacks Cement

Formation Top Base Shows ( e2 SX Skaryf

REMARKS

DST's, lost circulation zones, water zones, etc.,

Approved by Date /a di Time /O£5 5.
a

e



DAILY REPORT

Lockridge et al #32-3 Horseshoe Bend Federal

Location: SWNE Section 3-T7S-R22E

Uintah County, Utah

Elevation: 5092' Gr.

Contractor: Western Well Drilling Rig #D3

Report Date ' Activity

10/9/84 Move in, rig up Leon Ross Drilling Rig #3. Spud at 8:46 AM, 10/8/84.
Drill 12¼" hole with air to 260'. Run 6 joints, 8 5/8", 24# new casing
(247.22') Set at 242' Gr. Cemented with 125 sacks. Good returns. Plug
down at 4:00 PM, 10/8/84. Waiting on rotary tools.

11/29/84 Moved in Leon Ross Drilling Rig and drilled mouse hole and rat hole.
12/7/84 Moving in and rigging up Olsen Drilling Co. Rig #5.
12/8/84 Rig up Olsen Drilling Rig #5. Tested all BOP equipment to 1500#. Drilledout of cement at 6:30PM and drilled 7 7/8" hole to 1030'.12/9/84 Drilling at 2623'. Mud log shows as follows:f1 2344' - 2351'= 7'

Drilling rate 3/4 1/3 3/4
Gas units 2 4 2
#2 2360' - 2370'= 10'¯ÛFilling rate 3/4

.
1/2 3/4 OggGas units 2 10 6 \ggidif3 2404' - 2428'= 24'

Drilling rate 3/4 1/3 3/4
Gas units 7 18 11 JA Ôg \9#4 '2506'-2520' = 14'
DFilling rate 1 1/2 1 SUNOFGas units 5 10 7 GAS&M Mß#5 2560' - 2591'= 31'
ÕFilling rate 3/4 1/3 1
Gas units 3 9 3

12/10/84 Drilled to 3141'. Attempted to run DST #1, found 35' of fill in hole.Washed and reamed from 120' to bottom, bridges and fill. Circulate andcondition hole and mud for DST. Mud log shows as follows:#6 2757' - 2771'= 14'
DFilling rate 1 ½ l
Gas units 15 25 15
#7 2933' - 2336'= 3'
Filling rate 1 4 1

Gas units 15 30 15
#8 3116' - 3123'= 7'
DFilling rate 1 4 1
Gas units 25 170 30

12/11/84 Drilling at 3410'. DST #2 3117 - 3144. Open well with good blow, bottom of
bucket immediately measuned 74# on bubble hoše at end of 30 min. flow. SI -

30 min. Open for 60 min, gas to surface in 5 min, blow decreased slowly
after 15 min. to dead at 60'. Shut in for 120'. Recovered 150' of mud,
583' heavily gas cut water, top and middle with nitrates, bottom and sampler
had no nitrates. Resistivities at 68o. pit .34, top .66, middle .79, bottom .72

chamber .83. Pressures: HP 1429, 1st FP 84-251, 1st SIP 1125, 2nd FP 265-377,
2nd SIP 1208, HP 1429. Sample chamber: Pressure 350 psi, Recovery .53 cu.
ft gas and 1500 cc water. Background gas 65, Connection gas 145, Trip gas 353.
#9 3171' - 3175' = 4'
Liilling rate 14 .6 1
Gas units 36 43 34
#10 3260' - 3262' = 2'
brill ing rate ,. 14 3/4 14
Gas units 18 26 20
#11 3275' - 3280' = S'
ETT11ingrate 14 ½ 1
Gas units 25 35



Daily Report
,#32-3 Horseshoe Bend Federal

SWNE Section 3-T7S-R22E
Uintah County, Utah
Page 2

Report Date Activity

12/11/84 cont. #12 3296' - 3298' = 2'l¯11ing rate 14 3/4 14
Gas units 26 54 28
#13 3304' - 3309' = 5'
DFilling rate 14 .3 1
Gas units 28 113 30
#14 3342' - 3352' = 10'
DFÏ11ingrate 14 .3 14
Gas units 40 79 46
#15 3356' - 3359' = 3'
Drilling rate 14 3/4 14
Gas units 40 60 52
#16 3362' - 3364' = 2'
LET11ingrate 14 ½ 14
Gas units 52 70 44

12/12/84 Drilling to 3490'. Pipe stuck 30' off bottom. Pick up bumper jars, work
stuck pipe. No jarring action. Backed off 1 joint above drill collars.
#17 3416' - 3431' = 15'
ÕFT11ingrate 2 ½ 1 3/4
Gas units 70 108 75
#18 3442' - 3462' = 22'
ÖFT11ingrate 1½ ½ 2½
Gas units 70 90 60
#19 3475' - 3478' = 3'
Drilling rate 3 ½ 3
Gas units * 50 85 50

12/13/84 Washing and reaming to top of fish. Ran Dialog, stuck at top of collars at
2863. Washed and reamed hole. Hole conditions getting worse. Convertedto gel-water mud system. Reamed and washed to 2292', hole conditions
improved.

12/14/84 Washing over fish at 2833'.
12/15/85 Washing over fish at 2833'.(see attached field notes)
12/16/84 Washing over top of fish at 2833'. (see attached field notes)
12/17/84 Fishing (see attached field notes)
12/18/84 Fishing. Go in hole with new bit, 4 63/4" collars and 7 3/4" string reamer.Worked tight spots, got to top of fish at 2833 and circulated and conditionedmud. Trip out of hole. Pick up washover shoe, 3 jointswashoverpipe &3 jars. Go in hole to top of fish at 2833. Preparing to washover fish.12/19/84 Washover fish from 2833-2928'. Follow to bottom. Washed out 10' hard fillat top of drill collars at 2964'. Pull out of hole with wash pipe. Trip inhole with screw in subs, 6 drill collars, jars and bumper sub. Circulate ontop of fish,screw in to fish, work fišh loose, pull out of hole with fishrecovered 1 joint drill pipe, 12 drill collars, jars, bumper sub, acceleratorand screw in sub. Fish remaining in hole: 6 drill collars and bit. Tripin hole with bit, 12 drill collars and drill pipe. Wash and ream from3157' to 3282'. Top of fish at 3282'. Circulate and condition, hole andmud. Trip out of hole. Preparing to washover fish at 3282'.12/20/84 Finish trip out of hole. Pick up 6 joints of wash pipe and jars. Wash over

fish, fell down hole 20'. Circulate and condition hole and mud. Trip out of
hole with wash pipe. Pick up screw in sub, jars, bumper sub and accelerator.
Trip in hole, tag fish at 3297'. Circulate and condition mud at top of
fish. Trip out of hole with fish.

12/21/84 Pull out of hole with fish. Wash and ream from 3435' to 3490'. Circulate
and condition hole and mud for logs. Ran Welex DIP/GR and FDC/CNL/GR.
Loggers T.D. 3485'. Preparing to plug and abandon. Received verbal plugging
orders from R. Allen McKee, USGS, at 6:30 am, 12/21/84.

12/22/84 Set bottom plug at 3479-3279 with 60 sacks Type A with 2% KCL
Set 2nd plug from 354-154 with 60 sacks type A with 2% KCL
Set surface plug from 80 - 0' with 25 sacks Type A with 2% KCL
Plugging by Halliburton. All p3ugs witnessed by Paul Linvorratre, BLM
Rig dowg rotary tools. Rig released at 9:00 pm, 12/21/84.
FINAL
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5~7 C)

GAUGE NO: DEPTH: BLANKEO OFF: NO HOUR OF CLOCK: 12

10 DESCRIPTION S ÜŒL TIME gy
REPORTED ALCULATED REPORTED _ CALCULAT

R FRILEO TO RERCH



4

GAUGE NO: 76 DEPTH: BLANKED OFF:YES HOUR OF CLOCK:



EQUIPMENT 4 HOLE DATA TICKET NUMBER: 85720400
FORMATION TESTED:
NET PAY [ft): DATE: 12-9-84 TEST NO: 1

GROSS TESTED FOOTAGE:
ALL DEPTHS MEASURED FROM: KELLY BUSHING TYPE QST: OPEN HOLE

CASING PERFS. (ft): HALLIBURTON CAMP:
HOLE OR CASING SIZE (in): 7.875 VERNRL
ELEVATION [ft): 5104
TOTAL DEPTH [ft): .

3141.0 R. RIPPLE
PACKER DEPTH(S) [ft): TESTER:

P. MC MILLAN
FINAL SURFACE CHOKE (in):

BOTTOM HOLE CHOKE (in): WITNESS:
MUDWEIGHT (lb/gal): 8.60
MUDVISCOSITY (seo): 35
ESTIMATED HOLE TEMP. (°F): DRILLING CONTRACTOR:

RCTUAL HOLE TEMP. [°F): ft
OLSEN #5

FLUID PROPERTIES FOR SAMPLER DATARECOVERED MUD WATER
SOURCE RESISTIVITY CHLORIDES Pstg AT SURFACE:

e F ppm cu.ft. OF GAS:
F ppm cc OF OIL:

e F ppm oc OF WATER:
F ppm

°F ppm cc OF MUD:
e °F ppm TOTAL LIQUID co:

HYDROCRRBON PROPERTIES CUSHION DATA
OIL GRAVITY [°RPI): °F TYPE AMOUNT WEIGHT

GAS/0IL RATIO [cu.ft. per bbl):
GAS GRAVITY:

RECOVERED: gy

REMARKS:
MISRUN

HIT FILL AT 2300', 55' OFF BOTTON. WORKED PIPE TO 45' OFF BOTTOM-UNABLE

TO GET TO BOTTOM, ONLY REACHED 2315', THEN STRRTED OUT OF HOLE.

ATTEMPTED TO TEST FROM



TYPE & $12E MEASURING DEVICE: LT PO MANJFOLD TICKET NO: 85720400

SURFACE GAS LIQUID
TIME DE PRESSURE RATE RATE REMARKS

PSI MCF BPD

12-9-84

1720 ON LOCRTION

1950 PICKED UP

2100 TRIPPED IN HOLE WITH T00LS

2300 HIT FILL 55' OFF BOTTOM, WORKED

DOWNTO 45' OFF BOTTOM, UNABLE

TO GET TO BOTTOM.

2315 STARTE0 OUT OF HOLE

i 12-10-84

i 0110 LRIO DOWNTOOLS

0145 THROUGH WITH



9 9 0

0 0 TICKET NO. 85720400

0.0. I.D. LENGTH DEPTH

1 DRILL PIPE...................... 4.000 3.340

3 DRILL COLLARS................... 6.250 2.250 511.9

50 * IMPACT REVERSING SUB............ 8.000 3.000 1.0

3 DRILL COLLARS................... 8.250 2.250 59.8

5 CROSSOVER....................... 5.500 2.625 0.8

13 * DUAL CIP SAMPLER................ 5.000 0.750 6.8

60 HYDROSPRING TESTER.............. 5.000 0.750 5.0

60 RP RUNNING CASE................. 5.000 2.250 4.1

15 JAR............................. 5.000 1.750 5.0

16 y VR SAFETY JOINT................. 5.000 1.000 2.8

70 OPEN HOLE PACKER................ 6.750 1.530 5.8

18 o DISTRIBUTOR VRLVE.............., 5.000 1.680 2.2

70 OPEN HOLE PACKER................ 6.750 1.530 5.6

8

BLLANNEJOINTANCHOR . ... ... 5.000 2.250 18,0

TOTAL DEPTH 3141.0

EQUIPMENT



JOHN P. LOCKRIDGE OPERATOR, INC.

January 3, 1985

170 South 500 East
Vernal, Utah 84078 Opjpggy; y

Dii. GAS&MININGRe: John P. Lockridge Operator, Inc. '
#32-3 Horseshoe Bend Federal
SWNE Section 3-T7S-R22E
Uintah County, Utah
Well Completion Report

Gentlemen:

Enclosed is a Well Completion Report for the captioned dry
hole, along with pertinent well data.

Relatively heavy snow cover is present at the location at this
time. Surface conditions will be monitored and we will proceed
with rehabilitation in the spring of 1985 as conditions permit.

Yours tr

hn P. Lockridge

lv

Enclosure

cc: State of Utah
Division of Oil, Gas and Mining

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO 80202 • (303)



UNI¯l D STATES SUBMIT IN DUPLICAT BOpt No. 42-R855.5.
(See other in-

DEPARTMENT OF THE INTERIOR r,y,t,i.esd 5. LEASE DESIGNATION ANb BERIAL NO.

GEOLOGICAL SURVE U-47867
6. IF INDIAN, AILOTTE OR TRIBIB NAME

WELLCOMPLETIONOR RECOMPLETI
la. TYPE OF WELL: o AELL

DRT
7, UNIT AGREE3IENT NAME

b. TYPE OF COMPLETION:
---~

EL
OWORRK EP- rsá.

Othe S. FARM OR LEASE NAME

2. Kans or OPERATOR HOrseghoe Bend Federal

John P. Lockridge Operator, Inc. ÛILfu 8:WMNC', 9, WELL NO

A. ADDRESS OF OPERATO.
32-3

1444 Wazee, Suite 218, Denver CO 80202 10. FIELD AND POOK, OR ILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance softh any ßtate requirementa)* es q f

at surra** SW NE Section 3-T7S-R22E 11 c. r., gg BLOCK AND SURVEY

At top prod, interval reported below Section 3-T7S-R22E
At total depth

14. PERSIIT NO. DATE ISSUED 12. COUNTY OR Î3. STATE

43-047-31535 9-5-84 UŸnTafh Utah
15. DATE SPUDDED 18. DATE T.D. REACHED 1Î. DATE COMPL. (R$ady $0 pf0d.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.f* 19. ELEV., CASINGHEAD

10-8-84 12-11-84 12-23-84 (P&A) 5092' Gr -----

20. TOTAL DEFrH, MD A TVD 21. PLUG. BACK T.D., MD A TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

0349 I HOW MANT* DRILLED BY a y.

24. PRODUCING INTERVAL(S), OF THIS COMPLETION TOP, BOTTOM, NAME (MD AND TVD) 25. WAS DIRECTIONAL
SURVEY MADE

10

26. TYPE ELEC1'RIgekNÚ GB RUN ger .
WAS WELL CORED

Wefox DI DC/GNL /GR NO

28. CASING RECORD (Report aN strings set in toen)

CASING 81EE WEIGHT LB /FT DEPTH SET (HD) HOLE SIS CEMENTING REC RD AMO NT P LLED

8 5/8" 24 242 r 12 k" 1 5 acks - gon<i r

29. LINÍCR RECORD 30. TUBING 3tECORD

SIZE TOP ( D) BO o (ItD llACKS CE3tE SCREEN (AID) SIZE DEPTH B (RU PA SET ( ED)

31. PERFORATION RECORD (Ìnterval,aire and nung er 82. ACID, SHOT, FRACTURE, CEMENT SQUEEEE, ETC.

DEPTH INTERVAL (MD) A3IOCKT ÀND KIND OF MATERIÀUSED

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (FIOtoing, gas lif‡, pumping-size GNd typg of pump) WELL STATUS (Prod

shut-in)

DATE OF TEST HOURS TESTED CHOKE SIEE PROD'N. FOR OIL-BBL. CAS-3ICF. WATER-BBL. GAS-OIL I
TEST PERIOD

FLOW. TUBING PRESS. CASING PRESSCRE CALCULATED OIL-BBL. GAS-McF. WATER-BBL, OIL GRAVITY•API (CORR.)
24-HOUR RATE

34. DISPOßlTION Or GAa (Hold, used for fuel, ven¢cd, etc.) TsaT wrrN saan BY

35. LIST OF ATTACHafENTS

Well record, DST Sarts, mud ktió and Welex logs
36. I hereby cert that the fore oing a attached information is complete and correct as determined from all available records

SIGNED TITLE Pres i dent nak 47/11/M

*(See Instructionsand Spaces for Additional Data on Reverse
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O
JOHN P. LOCKRIDGE OPERATOR, INC.

January 17, 1985

Bureau of Land Management
170 S. 500 E.
Vernal, Utah 84078

Re: John P. Lockridge Operator, Inc.
#14-27 Horseshoe Bend Federal

.

SWSW Section 27-T6S-R22E L i La

Uintah County, Utah ÛŒ.6 8 &ÏVMS
Sundry Notice

Gentlemen:

Enclosed is a Sundry Notice for the captioned well reporting the
rehabilitation of the location.

Your consideration and approval of this Sundry Notice will be
appreciated.

Yo s truly, e

/"J n P. Lockridge

JPL/s]

Enclosure
cc: State of Utah

Division of Oil Gas and Mining

1444 WAZEE STREET, SUITE 218 • DENVER, COLORADO 80202 • (303)



Budget ÈureauNo. 1004--0135Fo;m 3160-5 U D STATES SUBMIT IN TRIP TE* Expires August 31, 1985
v

irb1
9 33 DEPARTMEN i OF THE INTERIOR ve°riid structions re-

.5. LEASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT U-47867

SUNDRYNOTICESAND REPORTSON WELLS
A- 17 INDIAN, ALLOTTES OR TRIBE NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT--" for auch proposals.)

1. 7. UNIT Aeassu-NT ÑAxa

°w'à O °w^.".... O ex... Dry Ho1e
N&MB OF OPEEATOR 8. PARK OR LEASE NAME

John P. Lockridge Operator, Inc. Federal
3 ADDRESS OF OPERATOR O. WELL NO.

1444 Wazee Street, Suite 218, Denver, Colorado 80202 32-3
4. LOCATION or wELt, (Report location clearly and in accordance with any State requirements.• 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
at suna** Wildcat

11. SEC., T., R., M., OR BLE. AND
BURVET OR ARRA

SWNE Section 3-T7S-R22E 3-T7S-R22E, SLM

14. PER&IIT NO, 15. EIÆVATIONs (Show whether nr, wr, on, etc.) 12. coDNTY om raxiss 18. BTATE

43-047-31535 5092' Gr. Uintah i Utah
16 CheckAppropriate BoxTo Indicate Nature of Notice, Report,or OtherData

NOTICE Or INTENTION TO: SUBSEQURNT BBPORT 07:

TEST WATER SIKUT-OFF PCLL OR ALTER CASING WATER SHUT-Orr REPAIRING WELL

FRACTURE TREAT IIULTIPLE COMPI,ETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIžING ABANDONMENT*

REPAIR WELL CHANGE PLANS (Other) I neation Rehabilitation X
(NoTE: Report results of multiple completion on

Wel¯
(Other) Completion or Recompletion Report and Log form.)

17. DESCRIBE PROPOSED OR CO3rPLETED OPERATIONs (Clearly state all pertinent details, and give pertinent dates, including estimatea date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and sones perti-
nent to this work.) *

Dry Hele marker constructed

Location Rehabilitated, including spreading top soil.

Snow conditions preclude rehabilitation of road. Work to be done in Spring, 1985.

Seeding will be done in Spring, 1985

18. I hereby cer t the to and rrec ¯¯

RTGNE LE President DAT. 1/17/85nn F. Loew age
(This spa for Federal or State omce use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IT ANY :

*See lustructionson ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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